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Neptech Inc. manufactures a custom designed, 

high quality Flexotherm™ Pail/Bucket Blanket            

suitable for a wide variety of plastic, fiber, and metal 

containers. 

 

Our blankets offer an even and continuous heat 
source for any type of job you need done.  

 Outfitted with a GFCI for extra security for 

both the product and user 

 High Efficiency Carbon Heating Grid evenly 

distributes heat over the entire blanket area 

 Heating element, unlike others, decrease          

current as temperature increases 

 Constructed of Heavy Duty Vinyl that is NFPA 

Certified Flame Retardant 

 Blankets are outfitted with adjustable                       

retaining straps and quick release plated 

buckles 

 Vinyl Panel Perimeters are sealed with a fully 

welded seam 

Model 
122°F (50°C)                      

Temperature Model 

158°F (70°C)                       

Temperature Model 

Approximate  

Temperature 

113°F - 131°F                            

(45°C - 55°C)   

149°F - 167°F                     

(65°C - 75°C)   

Blanket             

Dimensions 

16” x 46”  

(40.64 cm x 116.84 cm) 

16” x 46”  

(40.64 cm x 116.84 cm) 

Element             

Dimensions  

14” x 39.4”  

(35.56 cm x 100.076 cm) 

14” x 39.4”  

(35.56 cm x 100.076 cm) 

) 

Wattage 116 Watts 165 Watts 

Amps 1 Amps 1.4 Amps 

 Biofuel 

 Petrochemical 

 Diesel Exhaust Fluids 
(DEF) in drums/tanks/
transportation vehicles 

 Chemical 

 Pharmaceutical  

 Military 

 Epoxy and Resins 

 Food and Beverage 

 Tar Dispensing 

 Spray Polyurethane 
Foam 


